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There are several ways to switch to either 40 or 80 columm node in the CP/M
environnent. One way is to wite a short assenbly | anguage program assenble
it, then load it as a .COMfile. Another way is to use the BASIC s CHR$
functions to change nodes. Don't forget to reset the viewport when changi ng
to 80 columm node. Refer to the Standard Device Drivers Manual for further

i nformati on.

Bel ow are two assenbly | anguage programs which allows you to set 40 or 80
colum nodes fromthe CP/Mcomuand | evel. Enter these in your ED. COM editor,
t hen assenbl ed them using ASM COM Once assenbled, load theminto .COMfiles
using the Load utility on the CP/M System Di sk.

; Forty. COM
BDOS EQU 0005H ; BDOS entry point
WARM EQU 0000H ; Warmstart entry point
PRINT EQU 9 ; Print string command
ORG 0100H ; Begi nning of TPA
LXI D, CMDS ; Point to conmmand string
Wi C, PRI NT ; Set-up BDOS conmand
CALL BDOS ; Call BDOS to print string
JwP WARM ; Warmstart return to CP/M
CNDS: DB 16 ; Set text node
DB 1 ; To 40 col um node
DB 28 ; Clear viewport conmand
DB '$ ; End print string conmand
End

; Ei ghty. COM



BDOS EQU 0005H

WARM EQU 0000H
PRI NT EQU 9
ORG 0100H
LXI D, CMDS
Wi C, PRI NT
CALL BDOS
JMP WARM
CN\DS: DB 16
DB 2
DB 1
DB 28
DB '$
End

From M crosoft BASIC, use:
A. To switch to 40 Col unmm node

100 Print CHR$(16) + CHR$(1)
110 End

B. To switch to 80 Col um node

100 Print CHR$(16) + CHR$(2)
110 End
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BDOS entry poi nt
Warm start entry point
Print string conmand

Begi nni ng of TPA

Point to command string
Set - up BDOS comand

Call BDOS to print string
Warm start return to CP/M

Set text node

To 80 col unm node

Reset vi ewport

Cl ear viewport conmand
End print string comrand

CHRS( 28)

CHRS(1) + CHR$(28)



